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1. Company Profile

Share Filtration Co.,Ltd. is a Chinese Manufacturer and Exporter of Filter Cloth, Filter Felt, Wire Meshes, Filter Accesories. We have 

been in the line for more than twenty years, we introduce foreign production lines which ensure the quality of our products. Our products range from 
filter cloth, filter felt, wire meshes to filter accessories.

Filter Cloth: Cotton Filter Fabric,Polyester Filter Fabric, Polypropylene Filter Cloth, Polyamide Filter Cloth,Polyviny Alcohol Filter Fabric, Filter
Press Cloth

Filter Felt: Polyester Filter Felt, Polypropylene Filter Cloth, Nomex Filter Felt, PPS Filter Felt, P84 Filter Felt, Glassfiber Felt.

SS Wire Mesh: Weave Type---Plain or Twill, Dutch.
              Mesh Count---up to 2,000
              Material---304,306,316,316L.

We strive to serve our customers and theirs heart and soul, now our products are widely applied in cement, sugar industry, iron industry, water pollution 
treatment and other industries. Due to our wide products range and know-how expertise, we have the ability to manufacture up to customers order,we 
welcome your inquries.

2. Products Display
2.1 Filter Cloth

2.2 Filter Felt
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2.3 Wire Meshes

3. Technical Data

 

 

 

3.1.1 Polyester Filter Cloth Specifications

3.1.2 Polyamide Filter Cloth Specifications

3.1 Filter Cloth Series Specifications
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3.1.3 Polypropylene Filter Cloth Specifications

3.1.4 Polyvinyl Alcohol Filter Cloth Specifications



3.2 Filter Felt Series

3.2.1 Polypropylene Filter Felt Specifications

Weight: 500GSM
Material: polypropylene fiber/ polypropylene long fiber
Thickness: 1.9mm
Air Permeability:  100 L/dm2/min
Tensile Strength at break:  
                      Warp dir >960N/5×20CM
                      Weft dir >1060N/5×20CM
Break Elongation:     
                      Warp dir <35%
                      Weft dir <35%
Continuous Service Temperature: ÿ88ÿ. Instant 105ÿ
Finishing:  Heat singed or Calendar

3.2.2 Polyester Filter Felt Specifications

Weight:  500GSM
Thickness:  1.9±1mm (According to different finishing process)
Air Permeability:  160±30L/dÿ/min (200Pa)
Tensile Strength at break:  Warp dir: >1600N/5CM

                             Weft dir: >1600N/5CM
Break Elongation:              Warp dir: <25%

                                Weft dir: <25%
Finishing:     Heat set, heat singed, calendared up to order
Film Coating:     PTFE available

3.2.3 Nomex Filter Felt Specifications

Weight:  500GSM
Thickness:  2±1mm (According to different finishing process)
Air Permeability:  150±30L/dÿ/min (200Pa)
Tensile Strength at break:      Warp dir: >800N/5CM
                                               Weft dir: >1200N/5CM
Break Elongation:                   Warp dir: <30%
                                                Weft dir: <35%
Finishing:     Heat set, heat singed, calendared up to order
Film Coating:     PEFE available

3.2.4 PPS Filter Felt Specifications

Weight:  500GSM
Thickness:  1.8±1mm (According to different finishing process)
Air Permeability:  150±30L/dÿ/min (200Pa)
Tensile Strength at break:       Warp dir: >1150N/5CM
                                                Weft dir: >1250N/5CM
Break Elongation:                    Warp dir: <25%
                                                 Weft dir: <30%
Finishing:     Heat set, heat singed, calendared up to order
Able to offer felt with fiber glass scrim

3.2.5 P84 Filter Felt Specifications

Weight:  500GSM
Thickness:  2.2±1mm (According to different finishing process)
Air Permeability:  160±30L/dÿ/min (200Pa)

Tensile Strength at break:       Warp dir: >700N/5CM
                                               Weft dir: >1100N/5CM
Break Elongation:                   Warp dir: <35%
                                               Weft dir: <45%
Finishing:     Heat set, heat singed, calendared up to order

Able to offer with fiber glass scrim
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